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Manufactured by Vance Bros Inc

Advantage Crack Flex
Description
Advantage Crack Flex is a highly flexible, pourable acrylic latex which is 

designed for use in small and hairline cracks. The superior adhesion and 

resiliency of Advantage Crack Flex provides longer lasting results. Advantage 

Crack Flex comes in colors of red, dark green, light green, black and neutral.

Uses
Advantage Crack Flex is used for filling small cracks and minor voids on 

tennis courts, playgrounds and recreational surfaces. Sand may be added 

to Advantage Crack Flex to provide a more durable repair if needed.

Surface Preparation
Surfaces should be cleaned with compressed air and free from oil, grease, 

dirt and other foreign matter. Embedded dirt should be brushed thoroughly 

prior to any coating application. 

Mix Design
Use Advantage Crack Flex as is – do not dilute.

Coverage rate will depend on the width and depth of the crack.  

(example: 1/2” x 1/2” = 70 lineal feet per gallon) 

Application
Advantage Crack Flex is ready to use from squeezable 1 gallon jugs. 

Simply squeeze into properly cleaned and dry cracks in asphalt or concrete 

recreational surfaces. Be sure to squeegee or scrape any excess material 

left on the surface in order to not leave any ridges. Some cracks may 

require multiple applications.

Clean-up
Rinse tools with water soon after using. Dried material can be removed 

with an approved solvent.

Shelf Life
Approximately 12 months

Physical Properties
Weight/ Gallon … 9.82 lbs. per gallon

Drying Time … Touch: 2 hour	  

Firm: 24 hours

Application Temperature … 50º F and rising

Precautions
Keep from freezing. Harmful if swallowed. Read material safety data sheets.

Shipping Weight
1 gallon jug … 11 lbs.

Note: Vance Brothers, Inc. does not guarantee the results of any repairs 

using this product.

Warranty: This product is guaranteed with respect to uniformity and  

quality. Since its use is beyond the control of the manufacturer, 

liability for damage shall in no case exceed the purchase price 

on the quantity of material used. Warranty is void on multi-coat 

applications if material made by other manufacturers is used with 

this product.


